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EP-100 Versatile Radio Telephone Interface
The EP-100 is a versatile RadioTelephone Interface Unit (Patch) which allows users of HF/VHF/ UHF Radio sets access to a telephone line. Both portable and mobile radio users’ can benefit from the use of this system. EP-100 provides the interface between telephone lines of an EPABX and Radio sets. The interface unit activates only when a communication with telephone line is desired otherwise it remains idle and the normal communication goes on undisturbed.
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The EP-100 system is fully solid state and microprocessor based system, which can be controlled by the DTMF commands, and no operator assistance is required during normal working. A high performance Voice Operated Switch (VOX) does the necessary function of Push To Talk (PTT). 

The VOX equipment in EP-100 continuously monitors the activities on telephone line and radio link simultaneously and establishes communication between telephone and radio user in response to a request either from telephone line or a mobile. The mobile radio users dials the desired telephone number in a predefined format, the patch unit receives this information and does the necessary dialing for the mobile user. Any call coming on the telephone line will be transferred to the wireless network automatically, if it is not attended within a programmable number of rings.

Features
· Both Pulse and Tone Dialling (Programmable)

· LCD display for number dialled, duration of the call, dialling mode and PTT status

· Auto answer after programmable Number of rings

· Front panel switch for manually patching a call to the radio

· Inbuilt VOX

· Inactivity timer

· Auto Off on busy tone detection

· Pause between dialling

· Microprocessor Controlled

· Very low power consumption

· Compatible with most radios

Specifications
Operating temperature range: 
0 TO 45o C 

Audio distortion: 


1.5% max. at 1Khz reference tone.

Pulse Dial Speed:


10PPS

Line Interface:


2W FXS

Physical Connections:

Line – RJ11






Radio – 15 Pin D type Standard






(Other available on request) 

Power requirement: 

Input 12 VDC, Negative Ground. 

DC Current  < 400 ma.

Weight:  



600g (Approx.)

Size:




60mm(h) X 145mm(d) X 170mm(w)
Accessories:



DC power Cable, Telephone Line Cable,






Radio Interface cable
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